INDUSTRIAL MOTHERBOARD
DATASHEET Q670EAAN-A

Q670EA-IM-A

ATX, LGA1700 Socket for 14™ / 13t / 12th Gen. CPU, Q670E Chipset, 4*U-DIMM, 3*Lan,
2*PCle x16 slots, 2*PCl, VGA, HDMI, DP++, 2*M.2 dot, 6*COM, 7*SATA

ASUS ol

Features

»  Supportup to 125W Intel® 14/ 13% / 12'" Gen. CPU
*  2* PCle x16 slots support dual graphic cards
*  Four U-DIMM up to 128GE DDRS5 4400 MHz
»  Supports multiple displays: VGA/ HDMI / DP

*  7-year longevity supply

Specifications

LGAL700 for Intel® 14t /13" / 12" Gen. Core™ i9/i7/ i5/i3/ Pentium® /Celeron®

CPU Processors
Processor System Max. 125W TDP

Chipset Intel® Q670E Chipset

DDRS 4400MT/s (2DPC - 1DIMM 1R&2R)

Technology 4000MT/s (2DPC— 2DIMM 1R)
Memory 3600MT/s (2DPC — 2DIMM 2R)

Max. 128GB

Socket 4 x U-DIMM

Display Port 2, Supports DP++ 1.4, up to 3840 x 2160 @ 60Hz

) HDMI 1, Supports 2.1, up to 4096 X 2160 @ 60Hz

Display VGA 1

Multiple displays

Max.4 displays, VGA+Dual DP.+HDMI

1x PQe 5.0 x16Slot (1 x16 mode/ 2 x8 mode)
1 x PCe 4.0 x4 Slot (x4 mode, open slot)

PQle 1x PCe 5.0 x16 Slot (x8 mode)
1 x PCe 3.0 x4 Slot (x4 mode, open slot)
Expansion Slot 1x PQe 4.0 x4 Slot (x4 mode, open slot)
PQ 2
1x M.2 M key, Type 2242/2260/2280 (PCe x4 /SATA mode) supports NVMe
M.2 1x M.2 E key, type 2230 for WIFI/BT device (only support Intel® CNVi)
*If install CNWI Wifi card on M.2 E key slot, USB portld will be disabled.
Speed 10/100/1000/2500 Mbps
1 x Intel® i210AT
Ethernet Controller 1x Intel® i226V
1 x Intel® i226LM (Intel vPro supported)
Connector 3xRI-45
Audio Codec Realtek ALC897
Storage SATA port 7 x SATA Gen 3.0, Up to 6Gb/s, Support RAID 0,1,5,10
Display Port 2, Supports DP++ 1.4, up to 3840 x2160 @ 60Hz
HDMI 1, Supports 2.1, up to 4096 X 2160 @ 30Hz
VGA 1
Rear I/O USB 3.2 Gen2 6 (5 xtype A, 1 x Type C)
Ethernet 3x RI45
Serial Port 1(RS232/422/485)
Audio jack 3 (Line-Out, Linedn, Mic in)

For more information: http://iot.asus.com



